
Mounting
Warranty is only valid if the silencer is installed by a 
authorised gunsmith.
It is very important that the threading is properly made
to insure a small/no change in point of impact. 
All warranties will end immediately by unauthorized 
repairs, accident or misuse.

Use only hand force without using excessive force
when you mount the suppressor on the threading 
at the gun. 

Use of Stalon silencer
When shooting, condensation forms in the silencer, 
which includes corrosive substances, among other 
things. It is therefore very important to remove the 
silencer from the weapon during storage, to prevent
rust from forming on the muzzle. 

Do not expose the silencer to temperatures above
250 degrees for anything other than a limited
period of time.

Do not shoot any more shots until the silencer 
can be held with bare hands.
Keep in mind that magnum calibers generate
considerably more heat per shot than standard
calibers. 
Try to prevent rain and snow from entering into the 
silencer-for example, by placing thin adhesive
tape over the hole. 

Maintenance
Let the silencer dry out or blow it out with 
compressed air between use. 
If the weapon is stored with the silencer mounted, 
we recommend you turn the gun (with mounted
silencer) upside down so that any condensation that
has formed can �ow out of the gun and not into it. 

Use a grease on the thread between the front and
rear parts of the silencer to protect the thread. 
This can also be bene�cial when used on the 
barrel thread. 
Brake cleaners, methylated spirits and thinners 
are all examples of good thread cleaning products. 

The greatest bouts of corrosion to the silencer are 
due to a mixture of water and propellant residues.
It is therefore vitally important to remove water
from the silencer before storing it. 

Stalon o�ers a 2-year warranty on material
and manufacturing defects.
For returns an warranty issues, please contact
the dealer the purchase was made from in 
the �rst instance. 
To ensure correct handling, we ask you to 
�ll out a returns form that can be downloaded
from our website www.stalon.nu
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Stalon silencers are available with the following threads: 
 
½-20UNF, ½-28 UNEF, M12x1, M13x1, M14x1, M14x1,5 , M15x1, M15x1,5 , 
M16x1, 5/8-24 UNEF, M17x1 and M18x1.  
Standard threads: M14x1, M15x1 and M18x1. 
 
The barrel thread should be centered on the bore. In order for the silencer to sit as 
straight as possible, it´s important that the supporting edge is kept as straight as 
possible.  
The plastic support in the back end of the silencer should be 0,3-0,5mm larger 
than the diameter of the barrel. The plastic support should not make contact with 
the barrel.  
Use a small amount of our assembly grease on the thread (do not use copper 
paste). Mount the silencer on the gun and make sure that it is a free way for the 
bullet. 
 
We recommend M14x1 up to calibers with bullet size 7,6mm; thereafter, we 
recommend minimum M15x1.  
The thread should be at least 1mm smaller than the diameter of the barrel.  
 
A correct mounted silencer could often improve accuracy but it’s not unusual to 
have small change in the impact point.  


